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BATTERY CHARGING
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Wall Mountable All-in-One ESS

SPECIFICATIONS

Input Parameters
Main Input Voltage Range (UPS Mode)

Model Name E-Wall 1000
System Rating (VA) 1000VA
Nominal Input Battery Voltage 12.8V
Solar Charger Rating 50 A

180 VAC - 265 VAC + 5 VAC

Main Input Voltage Range (Normal Mode)

Battery Charging

100 VAC - 280 VAC + 15 VAC

Normal Hybrid / ESO :-15A

Grid Charging Current to Batt A
ri arging Current to Battery £S2 -0A
ES3 :-8A

Max. Solar Charging Current to Battery 50 A

Energy Saver Mode

Via Switch (Front Side Touch Feel)

UPS/NORMAL Mode
Output Parameters
Wave Form Type

Via Switch (Front Side Touch Feel)

PURE SINE WAVE

Output Voltage Regulation

210 VAC £ 10%

Change Over Time
In UPS Mode

Output Frequency 50 Hz £ 0.5 Hz
Peak Efficiency (with linear load) >72%
Distortion (THD) <3% on linear load
Overload Protection YES

Low Battery Protection YES

Short Circuit Protection YES

Over Temperature Protection YES

PV Reverse YES

PV High Current YES

PV voltage Mismatch YES

<12 miliseconds

In Normal Mode
Battery Parameter (Per Battery)

<50 miliseconds

Boost Voltage 142 +0.2V
Float Voltage 140+0.2V
Low Battery Cut Warning 11.5+0.2V
Low Battery Cut Warning 11.3+0.2V

Environment
Forced Cooling

Battery Type *Lithium lon Battery as per System specification
Type PWM

Solar Input Voltage range ( Vmpp ) 15V-22V

Max Solar DC Input Voltage ( Voc ) 50V

Maximum Solar Array 800 W

Max. Solar Current 50 A

Charger Efficiency Upto 92%

Through Cooling FAN

Humidity

0-90% Non Condensing

Operating & Storage Temperature
Display Parameters

0-45deg. C

Display Type Dual Display (LCD & LED)
Solar ON/OFF, Switch On/Off, Main On/Off, Main
MCB Trip, Load Level / percentage , PV Current,

Parameters . - .
Warnings & Protections, System Capacity, Energy
Saver Mode On/Off, UPS/Normal Mode Status Etc
Switch 1 :-Wi-fi reset

X Switch 2 :- Backup On / Off
Switches

Switch 3 :- UPS / Normal
Switch 4 :- Energy Saver Modes

Connectivity Inbuilt Wifi

Dimensions (LxWxH) Cm 31x18.2x55.2

Weight Kg. Gross : 28.5
Net : 25.4

Note : Specifications and models subject to change without prior notice

*T&C apply
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